HANY

STEP UP TO NEXT LEVEL

® FORMALDEHYDE FREE | .EASY INSTALLATION

@ STRONG STABILITY

@® FIRE RETARDANT @ ANT-TERMITE

® WATERPROOF @ ANTI-SLIP
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5mm SPC Fiooring
Click System




UV Coating

Wear Layer

/ Deco Film

PC Core-board

HANYQ®

STEP UP TO NEXT LEVEL

A water proof and non-formaldehyde flooring. More solid and more
rigid. It has less shrinkage rate and definately strong stability. It is
also a perfect combination with Vinyl Flooring.




CLICK SYSTEM NATURAL WOOD SERIES
HANYO SPC FLOORING

STEP UP TO NEXT LEVEL
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Expresso Walnut
Code 0628

Stylish Oak : R ] Antique Cherry
Code 1022 [N — ! Code 0718
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Weather Grey
Code 1107
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Kyoto Maple
Code 1314




_ Specification of SPC Flooring

Total Thickness 5

mm

Surface Treatment Double UV Coating

Packaging 12pcs/box or 20.64sqft
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Characteristics
Class of use

Abrasion Resistance

Impact Resistance

Fire Resistance

Surface Stain Resistance
Kyoto Maple 1314 Resistance to Cigarette Bums
Light Fastness

Stylish Oak 1022 Effect of a Furniture Leg

Effect of a castor chair

Static indentation

Squareness
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Straightness
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Stone Plastic Composite e
T . ‘ p eignt aiirerence between
Click Lock System Flooring

<face Soundness
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Tost Resul

EN 13329 Class 23/31, Class 23/32
EN 13329 AC 3,AC 4+
EN 13329 IC1,IC2

BS 476 Part 7 Class 2

EN 438-2, 15 Group 1,2 & 3 : 5 (No visible change)
EN 438-2, 18 4

EN 20105 -B02 Better than 6 (Blue wool scale)

EN 424 No damage shall be visible,
when tested with foot type 0
EN 425 No change in appearance or damage
EN 433 No visible change, i.e. < 0.01 mm indentation
using a straight steel cylinder @ = 11.30 mm
EN 13329 < 0.20 mm
EN 13329 < 0.30 mm/m
EN 13329 Average : < 0.15mm, max : < 0.20 mm
EN 13329 Average : < 0.10 mm, max : < 0.15 mm
EN 13329 > 1.0 N.mm?
12%

EN 323/1S 2380 850 - 900kg/m?
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HANY® _

STEP UP TO NEXT LEVEL

www.HANYO.com.my

STONE PLASTIC
COMPOSITE FLOORING

Click Locking System, No Glue
Heavy Duty
Easy Maintainence
Impact Resitant
Waterproof
Petproof
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KAJANG OFFICE /f WAREHOUSE
31, Jalan BA/11, Kawasan Perindustrian Bukit Angkat,
Sg Chua, 43000 Kajang, Selangor.

Marcus Ho

Whatsapp: +6016-2316616

Email:

info@hanyo.com.my
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